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The technical information stated is approximate. 

It is advisable to follow the specific conditions of use. 

For more detailed information see the data sheet that is 

downloadable from our website www.caparreghini.it
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This solvent-based system is ideal for the protection 
and maintenance of outdoor woodwork and iron. It 
consists of pigmented base coats that ensure an easy 
application and excellent overcoating results with 
glossy or satin enamel finishing coats.

Performance 
and protection
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Opakite
Alkyd undercoat for wood

Chromocap
Special rustproofing 

Remdur Lucido
High performance alkyd enamel - glossy -

Remdur Matt
High performance alkyd enamel - matt-

Gladium
Rustproof gel enamel

Supersinteol Rapido
Fast drying enamel



Special rustproofingAlkyd undercoat for wood

This anti rustproofing is suitable to prevent corrosion of ferrous metal surfaces and thanks to its 
excellent adhesion is also suitable as a primer. It is characterized by high penetration of the surface, 
hardness and flexibility. It is able to withstand natural stresses due to variations in the size of the 
surface as a result of changing climatic conditions. It is easy to apply by brush, roller or spray, has 
excellent filling, spreading and covering capacities, it provides a solid anchorage for enamels and 
enhances their filling capacity. It can be applied directly on zinc; where it creates a film suitable for 
resistance to corrosion and impact.

Base coat that can be sandblasted, it is used for wooden surfaces and is easy to apply. It is ideal 
for maintenance of artefacts in progress as it is based on distension and filling power that ensure a 
base coat film that permits adhesion of the finishing coats and their homogeneous and uniform film 
formation.
It is formulated with solvent-based alkyd resins, which are suitable for painting systems of indoor 
and outdoor artefacts. It ensures good wetting of the wood pores with low swelling of the fibre, 
good sandblasting and a particularly flexible film that remains unchanged to dimensional changes 
of wood exposed outdoors. When applied by brush, it is particularly dilating.

    

Colour: White Ral 3009, Ral 6011, 
Ral 7001.  Between a production and 
the other the colour may be slightly 
different, it is therefore necessary 
to finish the work with the same 
production.

Colour: White

12-14 m2/l

0-8% 0-8%

13-15 m2/l+5°C+30°C +5°C+30°C+5°C+30°C +5°C+30°C18h 12h

5% 5% 5%

RESISTANT TO CORROSION
 
RESISTANT TO IMPACT

HIGH ADHESION 
 
RESISTANT TO WATER

SANDABILITY

EASY TO APPLY

FAST DRYING

FILLING POWER

ChromocapOpakite
High performance 
alkyd enamel 
- glossy -

High performance 
alkyd enamel

- matt -

REMDUR LUCIDO is a high quality synthetic enamel; 
it is waterproof and suitable for indoor and outdoor 
application, as it generates a film that is resistant to light 
and weathering.
It can be applied to metal objects, plastic or wood, that 
has previously been treated with adequate base coats. Its 
good coverage and low tendency to dripping make it easy 
to apply with a finish that is characterized by uniformity, 
good elasticity and high resistance to scratching.
It is available in 12 colours on the shelves, of which 4 
are base coats that can be dyed; this allows to obtain 
maximum amplitude of shades in the dedicated folder.

REMDUR MATT is a synthetic enamel, with a matte-finish 
that guarantees an impeccable end result.  It is waterproof, 
has high compatibility and adhesion, filling capacity and 
coverage of different types of surfaces and materials. It 
is suitable for indoor and outdoor coating systems thanks 
to its ability to provide a finish that is extremely resistant 
to mechanical stress and weathering. The characteristics 
of adequate elasticity, resistance to scratching and 
wear create a film that is stable and durable, with an 
appearance of great visual impact. It can be applied 
directly on artefacts in galvanized iron, aluminium, alloys, 
plastic, or iron that have been suitably treated with anti rust 
products. Its good coverage and low tendency to dripping 
allow easy application with a homogenous aesthetic end 
result, as well as uniform thickness and covering of edges. 

Remdur Lucido Remdur Matt

19-21 m2/l 16-18 m2/l24h 24h 10% 10% 10%

RESISTANT TO ATMOSPHERIC AGENTS

RESISTANT TO CORROSION

FILLING POWER

ELASTICITY TO PHYSICAL 
CHANGES OF THE SURFACE

Colour:  as samples 
The product range may be extended 
in the shades found in the Tintoretto 
and Tintema colour samplers (Ral 
shades). The colours are obtainable 
with the Arreghini Colors 16 system.
Between one production and the other 
the colour may be slightly different, it 
is therefore necessary to complete the 
work using the same production. 

Rustproof gel enamel

Fast drying enamel

Gel enamel that provides maximum protection against corrosion. It is ideal for the protection of outdoor 
and indoor iron artefacts, such as fixtures, railings or tanks, ensuring easy and rapid maintenance. It 
is compatible with multiple types of surfaces, that have been treated or not with different types of anti 
rust products. It ensures excellent adhesion with uniform thicknesses and an excellent aesthetic result. 
Thanks to its formulation with passivating ion exchange pigments, it creates a barrier against water 
hence preventing the formation of rust. The ease of use and good brushing quality allow an impeccable 
aesthetic end result thanks to its gelatinous texture which provides perfect coverage of edges and does 
not drip.

Fast drying enamel, suitable for outdoor and indoor artefacts. It is composed of synthetic alkyd 
resins. The dried film carries special adhesion and barrier effects so as to ensure good water 
resistance and high outdoor protection to exposure to strong weather and sunlight. The finish is 
characterized by high aesthetic homogeneity, a uniform thickness and adequate coverage of edges, 
with a rapid execution of the painting.

+5°C+30°C+5°C+30°C12h 0-12% 0-12% 0-12%

Gladium

Supersinteol rapido

RESISTANT TO ATMOSPHERIC AGENTS 

RESISTANT TO IMPACT

RESISTANT TO CORROSION

ADHESION ON OLD PAINT

COVERAGE OF EDGES

13-15 m2/l

12-14 m2/l

+5°C+30°C+5°C+30°C24h

Colour: as samples 


