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CHARACTERISTIC Thixotropic enamel with anti-rust properties suitable for painting systems of various 
manufactures in interior and exterior. Easy to use, ideal for professional use as it 
has high compatibility, adhesion, filling power and coverage. Its high quality ensures 
a uniform and flawless finish, offering great resistance to weather and mechanical 
stress. 
It is formulated with solvent modified alkyd resins, passivating pigments and 
colorants stable to light; this creates a barrier effect that ensures good 
waterproofness and high protection against weather and sunlight. 
It can be used as a single product to apply in three layers directly to the new 
substrate or during maintenance after cleaning of the product. However, for a 
prolonged protection of the treated objects, it is advisable to use a suitable primer.  
 

USE It is ideal for decorating and protecting, from atmospheric agents in rural, marine 
and industrial environments, new structures or structures undergoing maintenance, 
e.g. industrial machinery, fixtures, railings, barges, tanks, agricultural machinery, 
with substrates made of iron, galvanized iron, aluminium, alloys and plastic, 
appropriately pre-treated. Strong colours can also be used. 
The thickness recommended for effective protection is established on the basis of 
the aggressiveness of the environment and the product should always be applied on 
a scrupulously clean substrate. High thicknesses per coat and unfavourable 
environmental conditions slow down the drying and deep-hardening process. Ensure 
that the previous coat is well dried before applying a fresh coat, but apply the new 
coat within 72 hours in order to ensure good adhesion of the subsequent coats. 
Otherwise, sandpaper between coats.  
Tools should be washed with Acquaragia VD100 (turpentine) immediately after use. 
The dust from sandpapering and/or spraying and dry paint residue should not be 
allowed to build up as it could lead to self-combustion. 

The real temperature during application must be at least 3°C above dew point and 

the relative humidity of the air must not exceed >65%. 

 
TECHNICAL DATA 

 

  VALUE Method 

Application 
temperature 

<+ 80 °C  

Flash point 27°C  

Solid by volume 65% ± 2  

PERFORMANCE DATA 
 

 VALUE Method 

Specific weight 920-1200 g/l 
according to the colors  

Interior PF3 

Brilliance 60° 65-85 Interior PF6 

Drying time Recoatable 12-24h; 
Full 48h 

Interior PF2 
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THICKNESS AND 
YIELD 

 Min. Max Recommended 
Thickness of dry film (µm) 40 50 45 
Thickness of wet film (µm) 62 77 70 
Theoretical yield (m²/l) 
Theoretical yield (m2/kg) 

16.1 
15.2 

13 
12.3 

14.3 
13.5 

 

STORAGE The product must be stored in original containers at temperatures between +5 ° C 
and +30 ° C away from sources of ignition. After opening the can and using a 
quantity of the product, to avoid skin formation on the surface, check that it is tightly 
sealed and that the air volume does not exceed 1/3 of the total volume. If that is not 
the case, use it within a short time or pour the product into a smaller can. 
 

COLOUR The range of colors can be chosen in shades of RAL. Between one production and 
the other, tint may be slightly different, it is therefore important to finish the job with 
the same batch. 
 

PREPARATION OF 
SURFACE 

General observation: Surface must  be dry and clean from any kind of oil, grease 
and salts.  
New steel 
The surface must be clean and dry, free of oils and other contaminants. 
Sandblasting Sa2½ ensures the best performance corrosion. 
Surfaces treated with shop primer 
If undamaged, clean and free from any dirt, oil, grease, salts and dry, it can be 
painted otherwise perform the preparation as for coated surfaces. 
Coated surface  
With primer: it can be painted if the substrate is clean and free of dirt, oil, grease, 
and the application falls within the maximum re-coat time of the primer. If cleaning is 
required, perform pressure washing grade Wa 2 (surface free of oil, grease, salt, 
dirt). 
With complete finishing coat: if undamaged compatible and non-chalky perform 
cleaning from any oil and grease with detergent, then run sanding surface followed 
by pressure washing to remove dust and salts. 
Rusty coating: perform mechanical preparation St2 or St3 followed by pressure 
washing to remove oil, grease, dust and salt or sand blasting Sa2 or Sa2½; then 
restore the thickness of primer. 
Localized maintenance: perform mechanical preparation St2 or St3 followed by 
pressure washing to remove oil, grease, dust and salt or sand blasting Sa2 or 
Sa2½. Round off the edges of the well anchored painting and restore the system in 
the original layers and thicknesses. 

TOOLS Hair roller, brush, Spray. 

APPLICATION Thinning 0-10% by Acquaragia VD100 
Application condition +5°C +30°C    

>3°C at dew point 
Relative humidity: < 65% 

Application by conventional spray Nozzle: 1,6 – 1,8 mm  
Angle range: 40 - 80° 
Air pressure: 3,5-4 kg/cm2 

Thinner for washing Acquaragia VD100 
 

DRYING TIME The data provided must be considered purely indicative. Actual drying time may 
vary, depending on the applied film thickness, ambient temperature, humidity and 



  
 
 
 
 
 

 
PRODUCT DATA SHEET 

GLADIUM 
Rustproof gel enamel 
 

Revision 3  07/2018  6INGLADXXX Pag. 3 di 3 

 
 

ventilation. High layer thicknesses and unfavorable environmental conditions slow 
down drying and depth hardening. 
 
DTF 45 micron 

 
 

Surface temperature 23°C 
Out touch  60’ 
Dry touch 24h 
Full 48h 
Minimum time of over application 24h’ 
Maximum time of over application 72h 

RECOMMENDED 
PRIMER 
 
 
 
RECOMMENDED SYSTEM 
 
 
 
 
ALTERNATIVE 
SYSTEM  
 
 
 
 
 
 
 

Steel: Primer 2; Primer 15, Chromocap. 
Galvanised steel, Aluminum, Alloys, Plastic: Aridur; Chromocap W. 
Wood: Opakite. 
 
Industrial atmosphere . 
Product Coat Wet Thickness  Dry thickness 
Gladium 1 70 45 
Gladium 1 70 45 
Gladium 1 70 45 

Total 3 210 135 
 
Product Coat Wet Thickness  Dry thickness 
Primer 15 1 85 50 
Gladium 1 70 45 
Gladium 1 70 45 

Total 3 225 140 

    
On steel, to further enhance the protection of the artifact, the first layer of Gladium 
(or Primer 15) can be replaced by  Corroblock, Crometal, Crometal Tipo A, Hydro 
Primer 15. 
On galvanized steel, aluminum, alloys, plastics, the first layer of Gladium (or Primer 
15) must be replaced by  Corroblock or Aridur  

INSTRUCTIONS  

 
To carry out the work in a proper way, it is needed to strictly follow the instructions 
for the preparation of the surfaces contained in the CAP Arreghini Books. The 
specification data and technical information have been calculated at +23°C with 
relative ambient humidity of 65%. In different conditions the data and the time 
intervals between the two phases of the above reported coating system may vary. 
This technical information is intended as a rough guide. However, because of the 
enormous variety of media and application conditions, it is essential to check the 
suitability of the product and test the effectiveness on a sample. 

 


