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CHARACTERISTICS CONCRETE CAP is an acrylic-siloxane decorative coating with algae and mould-
resistant properties, designed to achieve a textured “bare” concrete effect with a 
strong character that gives the idea of solidity and safety. Its composition ensures 
a high level of surface hardness, good breathability, repellency to rainwater and 
excellent resistance to mould. 
There are different methods of application to reproduce the washed-out, formwork 
or polished concrete effect on any wall. 
  

COMPOSITION 
 

Product formulated with high-quality acryl-siloxane resins in aqueous dispersion, 
selected aggregates and additives with a broad-spectrum fungicide action. 
 

PROPERTIES OF 
THE PRODUCT 
 

 VALUE METHOD 
RESISTANCE TO WEATHERING EXCELLENT  
MOULD RESISTANCE EXCELLENT  
WATER IMPERMEABILITY GOOD  
DIFFUSION OF WATER VAPOUR GOOD  
GRAIN SIZE Max 0.35 mm  
SOLID BY WEIGHT 77-81% Internal PF25 
DRYING TIME Recoatable after 24h 

Fully dry 10 days 
 

Internal PF2 

 

SPECIFICATIONS  VALUE METHOD 
SPECIFIC WEIGHT 1650–1750 g/l Internal PF3 

 

SHELF-LIFE The product is stable for 1 year if stored in its unopened original can at 
temperatures between +5°C and +30°C. 

COLOURS  Light grey. 
The range of colours can be extended in the shades of the relevant colour card. 
The colours can be produced with the Arreghini Colors 16 system. Between one 
production and another the colour may be slightly different, therefore it is 
necessary to finish the work with the same production. The type of application and 
the thickness applied may slightly modify the colour. It is therefore advisable to 
carry out a preventive test to assess the aesthetic effect obtained. 
 

TYPICAL USE 
 

The product is suitable for application on and protection of new substrates or 
older surfaces of various compositions that require recoating (new and old 
plasters based on hydraulic binders, concrete surfaces, gypsum and plasterboard 
surfaces, old paints and coatings of an organic or mineral nature, various mineral 
aggregates as long as they are absorbent, wooden surfaces, surfaces treated with 
insulating and finishing systems), giving excellent finishing results. 
Avoid applications where there is condensation or direct sunlight and protect 
surfaces from rain and humidity for about 48 hours. On surfaces that have been 
treated with insulating and finishing systems use colours with a Light Reflectance 
Value LRV higher than 25 
 

TOOLS Stainless steel trowel 

THINNING Product is ready to use 

COVERAGE 0.8-1.2 m2/kg per layer, depending on the type of work  
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APPLICATION 
TEMPERATURE 

+5°C  +30°C 

APPLICATION Interior use 
On new and old hydraulic binder-based plasters, concrete surfaces, gypsum and 
plasterboard surfaces, old organic or mineral paints and coatings, various mineral 
aggregates as long as they are absorbent and wood surfaces. 
 
 
1. Make sure the substrate is dry, cured, clean and free from traces of mould 

and loose material. If necessary, repair, stabilize and renovate with specific 
products, such as Acrilifix Special 

2. Apply one layer of Unifix fine. 
3. When the surface is dry, apply CONCRETE CAP in one or two coats 

depending on the desired final effect. 
 

“Formwork” effect 
Apply a layer of Concrete Cap using a steel trowel and while the product is still 
wet go over it with a wood-effect rubber pad. Once the coating has dried, apply 
another thin layer of Concrete Cap with a steel trowel to give it the final finish. 
 
“Vibrated” concrete effect 
Apply a skim coat of Concrete Cap using a steel trowel. Once dry, apply a 
second layer of Concrete Cap, again using a steel trowel. While the product is 
still wet, use a flat trowel to go over and compact the surface, depending on the 
final effect you would like to get.  
 
“Washed stone” effect 
Apply a layer of Siloxcap Active Bianco. When dry, apply a skim coat of 
Concrete Cap using a steel trowel to cover the entire surface.  
Once dry, lightly sand with 100/120 abrasive paper. The texture of the “washed 
stone” effect will depend on the grain size of the Siloxcap Active coating. 
 
“Pumice stone” effect 
Apply a layer of black Siloxcap Active in a workmanlike manner. When dry, 
apply a skim coat of Concrete Cap using a steel trowel to cover the entire surface.  
The texture of the “washed stone” effect will depend on the grain size of the 
Siloxcap Active coating. 
 
 
Exterior use 
On surfaces treated with insulating and finishing systems, old and new hydraulic 
binder-based renders, concrete surfaces, old paints and coatings of an organic or 
mineral nature, dry, compact, absorbent and cohesive coatings, various mineral 
aggregates as long as they are absorbent. 
 
4. Make sure the substrate is dry, cured, clean and free from traces of mould 

and loose material. If necessary, repair, stabilize and renovate with specific 
products. If working on new alkaline substrates, wait until the substrate has 
cured properly (about 28 days) before proceeding with the next step. 

5. Apply one layer of Unifix fine and wait for it to dry. 
6. Apply a layer of Siloxcap. When dry, apply a skim coat of Concrete Cap 

using a steel trowel to cover the entire surface.  Any part that has not been 
covered will create a “washed stone” effect. 

7. Once dry, lightly sand with 100/120 abrasive paper.  
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The texture of the “washed stone” effect will depend on the grain size of the 
Siloxcap Active coating. 
 

SPECIFICATION 
ITEM 

Mould and algae-resistant acrylic-siloxane decorative coating to be applied to 
new substrates or older surfaces of various compositions that require recoating 
with an average consumption of 1 kg/m2. 

INSTRUCTIONS To carry out the work in a workmanlike manner, follow the instructions given in 
the CAP Arreghini Books. The specification data have been calculated at a 
temperature of +23°C with a relative ambient humidity of 65% and thicknesses as 
shown. Under different conditions, the data and the time intervals between one 
step and another of the above-reported coating system can vary.  This technical 
information is intended as a rough guide. Due to the huge variety of substrates 
and application conditions, we suggest checking the suitability of the product and 
testing the effectiveness on the specific construction. 

 


